TREE PROTECTION

1. ALL EXISTING TREES WHICH ARE TO REMAIN SHALL BE FULLY PROTECTED
WITH HOARDING, ERECTED BEYOND THEIR DRIP LINE PRIOR TO THE
ISSUANCE OF THE BUILDING PERMIT. GROUPS OF TREES AND OTHER
EXISTING PLANTINGS TO BE PROTECTED, SHALL BE TREATED IN A LIKE
MANNER, WITH THE HOARDING AROUND THE ENTIRE CLUMP(S). AREAS
WITHIN THE PROTECTIVE FENCING SHALL REMAIN UNDISTURBED AND SHALL
NOT BE USED FOR THE STORAGE OF THE BUILDING MATERIAL AND
EQUIPMENT.

2. NO RIGGING CABLES SHALL BE WRAPPED AROUND OR INSTALLED IN
TREES AND SURPLUS SOIL, EQUIPMENT, DEBRIS OR MATERIALS SHALL NOT
BE PLACED OVER ROQOT SYSTEMS OF THE TREES WITHIN THE PROTECTIVE
FENCING. NO CONTAMINANTS WILL BE DUMPED OR FLUSHED WHERE
FEEDER ROOTS OF TREES EXIST.

3. THE DEVELOPER OR HIS/HER/ITS AGENTS SHALL TAKE EVERY
PRECAUTION NECESSARY TO PREVENT DAMAGE TO TREES OR SHRUBS TO
BE RETAINED.

4. WHERE LIMBS OR PORTIONS OF TREES ARE REMOVED TO ACCOMODATE
CONSTRUCTION WORK, THEY WILL BE REMOVED CAREFULLY IN
ACCORDANCE WITH ACCEPTED ARBORICULTURAL PRACTICE.

5. WHERE ROOT SYSTEMS OF PROTECTED TREES ARE EXPOSED DIRECTLY
TO, OR DAMAGED BY CONSTRUCTION WORK, THEY SHALL BE TRIMMED
NEATLY AND THE AREA BACKFILLED WITH APPROPRIATE MATERIAL TO
PREVENT DESICCATION.

6. WHERE NECESSARY, THE TREES WILL BE GIVEN AN OVERALL PRUNING TO
RESTORE THE BALANCE BETWEEN ROOTS AND TOP GROWTH OR TO RESTORE
THE PPEARANCE OF THE TREES.

7. IF GRADES AROUND TREES TO BE PROTECTED ARE LIKELY TO CHANGE,
THE OWNER SHALL BE REQUIRED TO TAKE SUCH PRECAUTIONS AS DRY
WELLING, RETAINING WALLS AND ROOT FEEDING TO THE SATISFACTION OF
THE PLANNING AND BUILDING DEPARTMENT OF THE TOWN OF OAKVILLE.

8. GRADE CHANGES WILL NOT OCCUR WITHIN THE TREE PROTECTION ZONE (TPZ)
9. UTILITY ACCESS CORRIDOR MUST BE OUTSIDE THE TPZ

AND/OR NO OPEN TRENCH METHOD OF CONSTRUCTION BELOW—GROUND

AS WELL AS NO ABOVE—GROUND LINES WITHIN THE TPZ.

NOTE: TREE PROTECTION ZONES
TREE HOARDING| Fop THE PURPOSES OF THIS BY—LAW,
Nor o swe | THE TREE PROTECTION ZONE (TPZ) FOR
ANY TREE SHALL BE DETERMINED AS
FOLLOWS:
TRUNK DIAMETER | MINIMUM PROTECTION
(DBH)! DISTANCES REQUIRED?
y
=1
by
& <10 CM 1.8 M
11-40 CM 24 M
et 0.0, 41-50 CM 30M
STANDARD 1200mm (4) 51-60 CM 36 M
BXSTNG GRADE 61-70 CM 42 M
UNDISTURBED SOIL. 71-80 CM 48 M
81-90 CM 54 M
91-100+ CM 6.0 M

1 DIAMETER AT BREAST HEIGHT (DBH) MEASUREMENT OF
TREE TRUNK TAKEN 1.4 METERS ABOVE GROUND

2 TREE PROTECTION ZONE DISTANCES ARE TO BE
MEASURED FROM THE OUTSIDE EDGE OF THE TREE BASE
TOWARDS THE DRIP LINE AND MAY BE LIMITED BY AN
EXISTING PAVED SURFACE, PROVIDED THAT SURFACE
REMAINS INTACT THROUGHOUT SITE ALTERATION
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STANDARD DEVELOPMENT NOTES:
(A) TRANSPORTATION AND WORKS DEPARTMENT

1. MUNICIPAL BOULEVARD TO BE RESTORED TO THE SATISFACTION OF ENGINEERING CONSTRUCTION STAFF.
2. RESTORE THE PUBLIC ROADWAY TO TOWN STANDARTS AND CLEARY INDICATED ON THE ENGEENERING DRAWINGS ALL RESTORATION,

TO THE SATISFACTION OF THE ENGINEERING & CONSTRUCTION DEPARTMENT.
3. DRIVEWAYS ON THE MUNICIPAL RIGHT-OF-WAY SHALL BE PAVED BY THE APPLICANT.

4. AT THE ENTRANCES TO THE SITE, THE MUNICIPAL CURB AND SIDEWALK WILL BE CONTINUOUS THROUGH THE DRIVEWAY AND

A CURB DEPRESSION WILL BE PROVIDED FOR THE ENTRANCE.

5. THE TOPS OF ANY CURBS BORDERING THE DRIVEWAYS WITHIN THE MUNICIPAL BOULEVARD WILL BE FLUSH WITH THE MUNICIPAL

SIDEWALK AND ROAD CURB.

(B) GENERAL NOTES

1. THE EXISTING GRADES SHOWN ON THIS DRAWING ARE TO REMAIN UNCHANGED.
2. THERE IS NO EASEMENTS REGISTERED ON TITLE AND AFFECTING THE SUBJECT LANDS.

3. THE STOCKPILING OF CONSTRUCTION MATERIAL TO BE DONE AT THE FRONT OF THE PROPOSED DWELLING ON THE EXISTING DRIVEWAY.
4. ALL ROOF DOWNSPQUTS FROM EAVESTROUGH TO DISCHARGE ONTO SURFACE AND THE RUNOFF DIRECTED TOWARDS

THE REAR WHERE POSSIBLE AND TO THE ROAD.

5. ROOF DOWNSPOUT IS LOCATED IN SUCH MANNER AS TO DIRECT DRAINAGE AWAY FROM WALKWAYS, DRIVEWAYS OR PATIO AREAS.

6. MAINTAIN EXISTING GRADES IN AREA AROUND TREES TO BE PRESERVED.

7. PRIOR TO CONSTRUCTION, CONTRACTOR TO VERIFY IN FIELD THE EXACT SIZE AND INVERTS OF THE EXISTING WATER SERVICE

CONNECTION AND SEWER CONNECTIONS AND REPORT IT TO THE ENGINEER.
8. ALL SURPLUS/EXCAVATED MATERIAL TO BE REMOVED FROM THE SITE.

9. CONTRACTOR TO MATCH EXISTING GRADES ALONG PROPERTY LINES.

10. ALL DISTURBED AREAS WITHIN EXISTING ROAD ALLOWANCE TO BE REINSTATED WITH TOPSOIL AND SOD

TO THE SATISFACTION OF THE TOWN OF OAKVILLE.

11. THE CONTRACTOR IS TO CHECK AND VERIFY ALL DIMENSIONS, IF ANY DISCREPANCIES, THEY MUST BE REPORTED TO THE ENGINEER

IMMEDIATELY PRIOR TO CONSTRUCTION.

12. THE CONTRACTOR IS RESPONSIBLE FOR LOCATING AND PROTECTING ALL UTILITIES DURING CONSTRUCTION.
GAS, HYDRO, TELEPHONE OR ANY OTHER UTILITIES THAT MAY EXIST ON THE SITE OR WITHIN THE STREETLINE MUST BE LOCATED BY

ITS OWN UTILITIES AND VERIFIED PRIOR TO CONSTRUCTION.

13. ALL CONNECTIONS SHALL BE INSTALLED AS PER REGION OF HALTON STANDARDS AND SPECIFICATIONS.

14. BUILDER IS TO VERIFY TO THE ENGINEER THAT THE FINAL FOOTING ELEVATION AND TOP OF FOUNDATION WALL ELEVATION ARE IN
CONFORMITY WITH THE BUILDING CODE AND THE CERTIFIED GRADING PLAN PRIOR TO PROCEEDING.

15. OUTSIDE FINISHED GRADE TO BE A MINIUMUM OF 150 mm BELOW BRICK/STONE VENEER ELEVATION.

16. PRIOR TO ANY SODDING, THE BUILDER IS TO ENSURE TO THE SOIL CONSULTANT AND/OR THE ENGINEER THAT THE LOT HAS BEEN
GRADED AND TOPSOILED AND SODDED COMPLETELY WITH A MINIMUM DEPTH OF 100 mm OF TOPSOIL AND N* 1 NURSURY SOD AND
A MINIMUM DEPTH OF 150 mm CRUSHED STONE TO BE PROVIDED ON THE ENTIRE LENGTH OF EACH DRNVEWAY ON A FIRM SUBGRADE
AND THE DRIVEWAY TO BE PAVED WITH A MINIMUM COMPACTED DEPTH OF 75 mm OF ASPHALT BETWEEN THE CURB AND THE GARAGE.

. NO SODDING ON ANY LOT IS PERMITTED UNTIL PRELIMINARY INSPECTION IS DONE BY THE ENGINEER AND THE BUILDER.

1
18. DRIVEWAY GRADES SHOULD BE NOT LESS THAN 1.5% AND NOT GREATER THAN 7.0%.

~

19. LAWN AND SWALES SHALL HAVE MINIMUM SLOPE OF 1.5% (PREFERRED 2.0%) AND A MAXIMUM SLOPE OF 6.0%.
. WHERE GRADES IN EXCESS OF 6% ARE REQUIRED, THE MAXIMUM SLOPE SHALL BE 3:1.
ACCOMPLISHED BY USE OF A RETAINING WALL. RETAINING WALLS HIGHER THAN 0.6 m SHALL HAVE A FENCE INSTALLED ON THE HIGH SIDE.
21. THE SERVICE CONNECTION TRENCH THROUGH THE TRAVELLED PORTION OF THE ROAD ALLOWANCE SHALL BE BACKFILLED WITH
UNSHRINKABLE BACKFILL MATERIAL AS PER TOWN OF OAKVILLE STANDARDS UNLESS OTHERWISE SPECIFIED PRIOR APPROVAL FOR OTHER

2

o

BACKFILL MATERIAL HAS BEEN OBTAIN.

22. ALL WATERMAINS AND WATER SERVICE MATERIALS AND CONSTRUCTION METHODS MUST CORRESPOND TO CURRENT REGION OF HALTON

STANDARDS AND SPECIFICATIONS.

23. WATERMAINS AND/OR WATER SERVICES ARE TO HAVE A MINIMUM DEPTH OF 1.7 m WITH A MINIMUM HORIZONTAL SPACING

OF 2.5 m FROM THEMSELVES AND OTHER SERVICES.

24. SEDIMENT CONTROL FENCE TO BE INSTALLED AS PER THE TOWN OF OAKVILLE STANDARDS.

25. ALL DAMAGED AND DISTURBED AREAS TO BE REINSTATED WITH TOPSOIL AND SOD.

(C) UTILITIES CONNECTION

1. SANITARY: (A) MUNICIPAL SANITARY SEWER AVAILABLE ON THE SITE.
2. STORM:
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SANITARY CONNECTION ELEVATIONS

MAIN LINE INV. = TO BE VERIFIED.
MAIN LINE OBV = TO BE VERIFIED.
LATERAL INV. = TO BE VERIFIED.

NEW 125mm PVC SANITARY LINE C/W
CLEAN OUTS @ 15.24 METRES ON

CENTRE. SEWAGE INJECTOR PUMP (IF

REQUIRED) TO COMPLY WITH LOCAL
AUTHORITY REQUIREMENTS.

SEWAGE INJECTOR SI-1
INV. = TO BE VERIFIED.

NOTE

Sewer contractor to verify in the field and provide
2.5m (MIN.) separation between the Water and
Sanitary Lines.

Contractor to use existing sevices.

NOTE

STORM SUMP PUMP SP1 LOCATED IN
BASEMENT CONNECTED TO PVC PIPE &
DISCHARGED TO EXISTING DITCH PROVIDE
MINIMUM 2% SLOPE.

INVERT AT EXTERIOR OF HOME TO BE

If the existing sanitary service lateral is used,
it must be inspected ot the property line

by the Regional Inspector, and televised

by Regional forces PRIOR to connection

NOTE

THIS LOT REQUIRES A SUMP PUMP FOR THE
FOUNDATION DRAINS AND SHALL DISCHARGE TO

MINIMUM 4'—0" BELOW ADJACENT GRADE

ALL WATER AND SAINTARY MAIN
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SUMP PUMP INSTALLATION DETAIL
(NOT TO SCALE)
SUBJECT TO AN
EASEMENT AS IN
INSTRUMENT NO.
TW32293
Sump Pump .M oy
Discharge to Storm Sewer ..~ m
=== LOT 47 —— LOT 48
Grade
IN
NOTES: : ©

Sump Pit to be located
Dist. "D" from the edge of
all footings (TYP.)

Sump Pit base to be continuous
with (or be mechanically
connected to) the Pit walls

Basem. Floor

|s=
|<_>_n0u

SUMP

SUMP PUMP INSTALLATION DETAILI  PUMP

METRIC: DISTANCES SHOWN HEREON ARE IN METRES AND
CAN BE CONVERTED TO FEET BY DIVIDING BY 0.3048.

© COPYRIGHT 2079

THE REPRODUCTION, ALTERATION OR USE OF THIS REPORT IN WHOLE OR IN
PART WITHOUT THE EXPRESS PERMISSION OF A. AZIZ SURVEYORS INC. O.L.S.

IS STRICTLY PROHIBITED.

LEGEND:

100.00 DENOTES EXISTING ELEVATION
froo.00] PROPOSED ELEVATION
FFE » FINISHED FLOOR ELEVATION
» TOP OF WALL

» BOTTOM OF WALL

» PROPOSED

» GUY WIRE

BASEMENT SLAB

UNDER SLAB FOUNDATION
" NORTH,SOUTH,EAST,WEST
» HYDRO POLE

» TOP OF FIRE HYDRANT

» MANHOLE

» CABLE BOX

» WATER VALVE

" DECIDUOUS TREE

" CONIFEROUS TREE

» RAIN DOWN SPOUT
” DIAMETER
d TREE TO BE REMOVED

” HIGH POINT

i SWALE

” DRAINAGE DIRECTION

UNDERGROUND SERVICES

THE LOCATION OF UNDERGROUND SERVICES SHOWN ON THIS PLAN IS ONLY
99.60 APPROXIMATE AND IS FOR PLANNING AND DESIGN PURPOSES ONLY. THIS

INFORMATION MUST NOT BE ASSUMED TO BE COMPLETE OR UP—TO-DATE.

THE UNDERNAMED COMPANY AND EACH UTILITY ACCEPTS NO RESPONSIBILITY

FOR ANY CLAIMS OR LOSSES DUE TO IMPROPER USE OF THE INFORMATION
SHOWN HEREON AND EACH UTILITY MUST BE CONTACTED FOR AN ON-SITE
LOCATE PRIOR TO ANY EXCAVATION.

UNDERGROUND SERVICES

THE LOCATION OF UNDERGROUND SERVICES SHOWN ON THIS PLAN IS ONLY
APPROXIMATE AND IS FOR PLANNING AND DESIGN PURPOSES ONLY. THIS
INFORMATION MUST NOT BE ASSUMED TO BE COMPLETE OR UP-TO-DATE.
THE UNDERNAMED COMPANY AND EACH UTILITY ACCEPTS NO RESPONSIBILITY
FOR ANY CLAIMS OR LOSSES DUE TO IMPROPER USE OF THE INFORMATION
SHOWN HEREON AND EACH UTILITY MUST BE CONTACTED FOR AN ON-SITE

LOCATE PRIOR TO ANY EXCAVATION.

NOTES

1. ALL FOOTING FORMWORK ELEVATION ARE TO BE CONFIRMED BY A

REGISTERED PROFESSIONAL ENGINEER OR A REGISTERED ONTARIO LAND

SURVEYOR PRIOR TO THE PLACING OF ANY CONCRETE.

2. PRIOR TO THE SUPERSTRUCTURE WORKS PROCEEDING AND THE RELEASE

OF THE COMPLETION STAGE PERMIT, THE OWNERS CONSULTANT MUST
CERTIFY THAT THE TOP OF FOUNDATIONS IS IN CONFORMITY WITH THE

GRADING PLAN REVIEWED BY THE CITY.

3. ALL RAINWATER LEADERS TO DISCHARGE ONTO SPLASH PADS AT GROUND

LEVEL AT FRONT OF HOUSE.o*

4. A 0.60m WIDE UNDISTURBED STRIP IS TO BE PROVIDED ALONG ALL

BOUNDARIES WITH ADJACENT PROPERTIES.

5. NO TREES TO BE REMOVED WITHOUT PRIOR CONSENT FROM THE CITY

ARBORIST.

GEODETIC:

* ELEVATIONS SHOWN GEODETIC DRIVEN FROM TOWN OF OAKMLLE
BENCH MARK #VA331 , ELEVATION 92.27M

CAUTION
THIS IS NOT A PLAN OF SURVEY AND SHOULD NOT BE
USED FOR ANY REALESTATE TRANSACTIONS.

SURVEYOR'S CERTIFICATE

| HAVE REVIEWED THIS SITE PLAN FOR THE DWELLING No. 2070 GLENFOREST CRESCENT]

IT IS MY BELIEF THAT THE GRADES AS SHOWN WILL PRODUCE ADEQUATE
SURFACE DRAINAGE WITHOUT DETRIMENTAL EFFECT ON ADJACENT PROPERTIES.

FEBRUARY 5, 2019

DATE A. ABDELSHAHID
ONTARIO LAND SURVEYOR

A. AZIZ SURVEYORS INC

TARIO LAND S et
POAS- 7 zm C-IMOND HIL_, OHT. L4C -937
F 416) 477-5465

rve

FRONT OF THE PROPERTY. COMPLETE WITH REGION OF HALTON FORCES ONLY. PROJECT NUMBER PROJECT
BACKFLOW PREVENTER. 18-015 2070 GLENFOREST CRESCENT (GR)
DRAWN BY [ S.H CHECKED BY A.A




